












































CHOKE TUBES

AWARNING. Never install or remove choke tubes while the firearm is loaded.
Only install or remove choke tubes with the firearm unloaded, the action open
and the trigger block safety engaged.

A WARNING! MAKE SURE YOU FULLY TIGHTEN THE CHOKE TUBE
Shooting with a loose choke tube can cause damage to your shotgun.

Additional information on screw choke tubes:

A) Only tighten or loosen choke tubes with flat key wrench supplied with shotgun.
Note: wrench (and extra choke tube or tubes if supplied) are under the
cardboard in front of the shotgun receiver in the box.

B) Never shoot the shotgun with a partially installed choke tube.

C) Your pump action shotgun comes with one
interchangeable multi-choke tube.
The lines on the top of the tube can identify
the choke tube constriction (Fig. 11).

The constrictions are as follows:
NAME CONSTRICTION NOTCHES
Cylinder .000" 11111

Skeet .005" 1111

Improved Cylinder .010" 111

Modified .020" IlI

Improved Modified .025" Il

Full .035" |

Other multi-choke tubes are available from
your USSG Inc. dealer or USSG Inc. To
change the choke tubes, simply use the
special spanning tool provided. Insert the
spanning tool into the recessed space of
the tube and unscrew. Insert the desired choke tube and seat with the
spanning tool in the reverse direction. (Fig. 12)

D) USSG Inc. recommends the following choke tube selections: For steel
shot, improved cylinder or cylinder. For buckshot, improved cylinder or cylinder
chokes. For slugs, use an improved cylinder or cylinder.

AWARNING: If your shotgun is equipped for multi-choke tubes, never fire

your shotgun without a choke tube installed! This could damage the choke tube
threads on the inside of the barrels.
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E) Before using the shotgun make sure that the choke tubes are installed
correctly.

F) Keep choke tubes lubricated and installed. Never fire the gun without a choke
tube installed. Handle choke tubes carefully since the leading edge is very
thin.

Notes on Shot Material and Chokes:

1) Lead, Bismuth and Tungsten Matrix - OK to use lead choke tubes or fixed
choke guns

2) Steel, Tungsten—Iron, Hevi Shot - you must use steel shot tubes or lead (IC
or Cylinder tubes or fixed IC or Cylinder chokes)

3) Always treat all fixed choke guns as if they were made for lead shot (no -
Steel, Tungsten—Iron, Hevi Shot unless otherwise noted or the choke is IC
or Cylinder)

If you would like to buy extra choke tubes (skeet, trap, extra full, etc.)
call 1-321-639- 4842
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